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a materialového reseni objektu
Annotation of the competition entry
and an extract from the text report
Brief description of the selected architectural, urbanistic,
solution of the facility
vykres SirSich vztahu
v doporuceném meritku 1:10000
scale of 1:10000
vykres SirSich vztahu
v doporuceném meritku 1:2500
scale of 1:2500

provozniho, dispozicniho, konstrukéniho, energetického
operating, layout, structural, energy and material
Plotting in a 3D model (view from Vysehrad P07.4)
Plotting in a 3D model (view from Divci hrady P07.3)
Drawing of wider context having the recommended
Drawing of wider context having the recommended

anotace navrhu a vytah z textové zpravy
strucny popis zvoleného architektonického, urbanistického,

zakres do 3D modelu (pohled z lokality Vysehradu P07.4)
zakres do 3D modelu (pohled z lokality Divci hrady P07.3)
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Centrala Spravy zeleznic / Sprava zeleznic Headquarters
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pudorysy nadzemnich podlazi v doporuceném méritku 1:600 o o 5 o .
ostatni pudorysy, ortogonalni pohledy a rezy v doporuceném meritku 1:600

Plans of above-ground floors having the recommended scale of 1:600 , _ ,
Other plans, orthogonal views and sections having the recommended scale of 1:600
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vizualizace navrhu (libovolnou grafickou technikou):

minimalné 4 prostorova zobrazeni exteriéru
- pohled z Nadrazni ulice od jihovychodu
- pohled z Nadrazni ulice od severovychodu
- pohled z nastupisté stanice Smichov
- pohled z Dobrisské ulice z jihozapadu

minimalné 2 prostorova zobrazeni interiéru
- vstupni foyer
- velky HUB

Visualisation of the design (using any graphical technique):

at least 4 three-dimensional images of the exteriors
(view from Nadrazni street from south-east,
view from Nadrazni street from north-east, v

iew from a platform of the Smichov railway station,
view from Dobrisska street from south-west)

Visualisation of the design (using any graphical technique):
at least 2 three-dimensional images of the interior (lobby, large HUB)
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